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WH = Water capacity (l/hour)
AM = Air capacity (Nl/min)
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FULL CONE SPRAY

These single orifice set-ups produce narrow angle, full cone shaped,
atomized sprays with a spray angle of about 20°.
More precise details on the spray dimensions are given in the table on the
right side of the page.
The spray length can reach from 2.500 to 9.000 mm depending upon the
set-up type and operating conditions.
See advice on adjustment for flow rates and droplet size given at page 8.

Materials B1 AISI 303 Stainless steel
B3 AISI 316 Stainless steel
D1 PVC
E6 LUCITE ® (PMMA)
T8 Nickel plated brass

PRESSURE PRINCIPLE 1/4” SIZE

INTERNAL MIX SET-UPS

12

Air pressure (bar)Set-up 
Code

WH AM WH AM WH AM WH AM PA PL HR C HM

0,7 2,0 3,0 4,0

Liquid pressure (bar)

SUB 1520 0,7 2,5 15,6 1,4 6,4 13,9 2,7 6,2 23,0 3,5 7,8 28,0 - - - - - 
0,9 1,8 19,0 1,7 5,5 16,7 2,8 5,7 25,0 3,7 7,3 29,0 0,9 0,7 300 68 2700
1,0 1,4 22,0 2,0 4,5 19,8 3,0 5,2 27,0 3,9 6,4 33,0 1,7 1,5 330 75 3000

- - - 2,2 3,4 24,0 3,1 4,7 29,0 4,2 5,5 38,0 2,5 2,0 360 82 3400
- - - 2,4 3,0 26,0 3,2 4,3 31,0 4,5 4,5 43,0 3,1 3,0 390 96 3800

Ln XMW 5001 - - - 2,5 2,5 28,0 3,4 3,9 33,0 4,6 4,1 45,0 4,5 4,0 440 116 4400
An XMW 4001 - - - 2,7 2,3 31,0 3,7 3,0 38,0 4,8 3,7 47,0 - - - - -
SUB 1670 0,7 2,5 18,7 1,7 6,7 29,0 2,2 9,2 34,0 2,8 11,9 39,0 - - - - - 

0,9 2,0 22,0 1,8 6,4 31,0 2,5 8,2 39,0 3,1 11,0 43,0 0,9 0,7 430 90 3700
1,0 1,6 26,0 2,0 5,9 34,0 2,8 7,2 44,0 3,4 10,1 47,0 1,5 1,5 460 105 4000

- - - 2,1 5,2 37,0 3,0 6,7 47,0 3,7 9,2 52,0 2,4 2,0 480 109 4300
- - - 2,2 4,8 40,0 3,1 6,3 49,0 3,9 8,4 58,0 3,0 3,0 510 116 4600

Ln XMW 5001 - - - 2,4 4,3 43,0 3,2 5,9 52,0 4,2 7,6 62,0 3,9 4,0 560 147 5200
An XMW 4002 - - - 2,7 3,6 48,0 3,4 5,5 55,0 4,5 6,8 68,0 - - - - -
SUB 2142 0,9 4,8 21,0 2,0 10,7 33,0 2,7 16,5 37,0 3,4 20,0 43,0 - - - - - 

1,1 4,1 27,0 2,1 9,8 37,0 2,8 15,4 38,0 3,7 18,4 47,0 1,5 0,7 480 100 4000
1,4 3,4 33,0 2,4 8,2 42,0 3,1 13,6 43,0 3,9 16,8 50,0 2,5 1,5 510 116 4300
1,5 3,1 35,0 2,7 6,8 48,0 3,4 11,8 49,0 4,2 15,2 55,0 3,0 2,0 530 120 4600
1,7 3,0 39,0 3,0 5,9 55,0 3,7 10,4 55,0 4,5 13,8 60,0 3,4 3,0 560 137 4900

Ln XMW 5002 1,8 2,9 41,0 3,2 5,0 59,0 3,9 9,1 61,0 4,8 12,4 65,0 4,2 4,0 600 158 5300
An XMW 4002 2,0 2,8 44,0 3,5 4,1 65,0 4,2 7,9 65,0 4,9 11,8 68,0 - - - - -
SUC 2376 1,1 13,0 76,0 2,8 20,0 136 3,4 32,0 149 4,6 37,0 193 - - - - - 

1,4 8,9 91,0 3,1 16,3 149 3,9 25,0 170 5,3 29,0 220 1,7 0,7 660 209 4900
1,5 7,2 98,0 3,4 11,9 163 4,6 15,9 205 5,6 25,0 235 2,8 1,5 760 268 6100
1,7 5,8 105 3,9 7,0 187 5,3 9,1 240 6,0 21,0 250 3,9 2,0 810 286 6700
1,8 4,7 112 4,2 4,7 205 5,6 6,8 255 6,3 17,4 270 5,3 3,0 910 337 7900

Ln XMW 5003 2,0 3,6 119 4,6 3,0 220 6,0 5,0 275 6,7 14,0 290 6,0 4,0 970 359 9100
An XMW 4003 2,1 2,7 127 - - - 6,3 3,6 290 7,0 11,0 305 - - - - -
SUC 2690 0,9 31,0 57,0 2,1 53,0 96,0 2,7 80,0 103 3,8 88,0 135 - - - - - 

1,0 25,0 66,0 2,4 41,0 112 3,0 69,0 117 4,2 73,0 156 1,0 0,7 610 182 4900
1,1 18,5 75,0 2,7 31,0 127 3,2 59,0 130 4,6 61,0 176 1,8 1,5 690 218 5800
1,3 12,9 85,0 2,8 26,0 136 3,5 49,0 146 4,9 48,0 196 2,8 2,0 760 268 6700

- - - 3,0 22,0 144 3,7 44,0 154 5,3 39,0 215 3,5 3,0 790 278 7000
Ln XMW 5004 - - - - - - 3,8 37,0 161 5,6 31,0 240 4,9 4,0 910 337 8500
An XMW 4003 - - - - - - 3,9 35,0 170 6,0 23,0 260 - - - - -
SUC 3129 1,0 44,0 86,0 2,0 123 108 2,2 199 88,0 3,0 250 99,0 - - - - - 

1,1 32,0 102 2,1 108 119 2,5 174 110 3,2 225 120 1,0 0,7 890 298 6100
- - - 2,2 95,0 130 2,8 146 133 3,5 205 141 1,7 1,5 990 349 7000
- - - 2,4 79,0 143 3,1 121 154 3,8 182 163 2,4 2,0 1040 385 7600
- - - 2,5 64,0 155 3,2 108 166 4,1 159 184 3,1 3,0 1070 396 7900

Ln XMW 5005 - - - 2,7 52,0 166 3,4 95 176 4,6 121 225 3,8 4,0 1170 455 9100
An XMW 4004 - - - 2,8 42,0 178 3,5 84 187 4,9 93,0 255 - - - - -




